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Test Range (Test Current)

Warning Setup
Operatin_g Temp

Operation Humidity

Power Supply

Fuse for Power Supply

Dimension
Weight

Range

20mQ
200mQ
20
200

2000
2kQ
20kQ)

'Remarks:The above accuracy is based on the reading value

Range

_ 20mQ
200mQ
20
200
2000
2k0)

20KkQ

Range
RS-232

TM-8088

TM-8090

20mQ(1ADC) / 200mQ(1ADC) ~ 2Q(100mADC) ./ 20Q (10mADC)
2000 (1mADC) ./ 2kQ(100UADC) , 20KQ(10UADC)

Waming LED Indicator @ Buzzer

0to 50C (821to 122 °F )
Less than 80% R.H

AC 110+156% ,60/60Hz or AC 230V=+16% ,60/60Hz

200mA/250 V,Size:5 X 20mm dia

Resolution
TM-8088 TM-8090
0.01mQ 0.001mQ

0.1mQ 0.01mQ
TmQ 0.0001Q
0.01Q 0.0010Q
01Q 0.010Q
0.001kQ 0.0001k
0.01kQ2 0.01kQ

TM-8088
Approx.DC4.5V
Approx.DC4.5V
Apbrox.DC4.5V
Approx.DC4.1V
Approx.DC3.3V
Approx.DC2.7V
Approx.DC1.9V

280 210X 90mm
Approx.2.2Kg
Test Current

TM-8088 TM-8090
1A ' 1A
1A 1A

100mA 100mA
10mA 10mA
1mA j 1mA
100UA ' 100uA
10uA 10uA

Open Clrcuit Voltage

200mA/250 V,Size:5 X 20mm dia

Accuracy
TM-8088 TM-8090
+(0.2% +6d) +(0.2% +12d)
+(0.2% +6d) +(0.2% +12d)
+(0.2% +6d) +(0.2% +12d)
+(0.2% +6d) £(0.2% +64d)

+£(0.2% +6d)
+(0.29% +6d)
+(0.2% +6d)

TM-8090
Approx.DC4.54V
Approx.DC4.54V
Approx.DC4.50V
Approx.DC4.06V
Approx.DC3.51V
Approx.DC3.08V
Approx.DC2.32V

+(0.2% +64d)
+(0.2% +64d)
+(0.2% +64d)

TM-8088
0.01mQ~20KC2
X

TM-8090
0.001mQ~20KQ2
'l
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